
LVLLING FT

F66 HX OCKT

Articulated levelling foot in zinc-plated teel. Can e angeled 3 degree. credriver groove in the ottom, hexagon ocket at the top, and hexagon grip on
the cre for ea aeml and adjutment. Hole in the ae for ground mounting.

Article numer Material fatener Color D d1 H L N Max. limit tatic load (kg)

F66-160-30M10X30 - - 30 M10 6 30 17 600

F66-160-40M8X20 - - 40 M8 6 20 13 400

F66-160-40M8X22 - - 40 M8 6 22 13 400

F66-160-40M8X30 - - 40 M8 6 30 13 400

F66-160-40M8X50 - - 40 M8 6 50 13 400

F66-160-40M10X16 - - 40 M10 6 16 17 600

F66-160-40M10X25 - - 40 M10 6 25 17 600

F66-160-40M10X30 - - 40 M10 6 30 17 600

F66-160-40M10X35 - - 40 M10 6 35 17 600

F66-160-40M10X40 - - 40 M10 6 40 17 600

F66-160-40M10X50 - - 40 M10 6 50 17 600

F66-160-40M10X60 - - 40 M10 6 60 17 600

F66-160-40M10X80 - - 40 M10 6 80 17 600

F66-160-40M12X25 - - 40 M12 6 25 19 600

F66-160-40M12X40 - - 40 M12 6 40 19 600

F66-160-40M12X50 - - 40 M12 6 50 19 600

MATRIAL FATNR

Zinc-plated teel

ADDITIONAL INFO

Material: Zinc-plated teel 
Felt: Fale 
Articulated: True 
Hexagon ocket at the top: True 



Article numer Material fatener Color D d1 H L N Max. limit tatic load (kg)

F66-160-40M12X60 - - 40 M12 6 60 19 600

F66-160-40M12X80 - - 40 M12 6 80 19 600

F66-160-40M12X100 - - 40 M12 6 100 19 600

F66-160-50M8X40 - - 50 M8 6 40 17 600

F66-160-50M10X50 - - 50 M10 6 50 17 600

F66-160-50M10X60 - - 50 M10 6 60 17 600


