
THRADD INRT

GI35

Threaded inert in PA6 for round tue. With platic thread.

Article numer Material fatener Color D d1 Tue external diameter Tue thickne Max. limit tatic load (kg)

GI35-18X1M8 - lack 18 M8 18 1.0-1.5 300

GI35-18X1M10 - lack 18 M10 18 1.0-1.5 300

GI35-22X2M8 - lack 22 M8 22 1.5-2.0 300

GI35-22X2M10 - lack 22 M10 22 1.5-2.0 300

GI35-25X2M8 - lack 25 M8 25 1.5-2.0 300

GI35-25X2M10 - lack 25 M10 25 1.5-2.0 300

GI35-25X2M12 - lack 25 M12 25 1.5-2.0 300

GI35-28X2M8 - lack 28 M8 28 1.5-2.0 300

GI35-28X2M10 - lack 28 M10 28 1.5-2.0 300

TOCK COLOR

lack
Additional RAL or cutom color on demand

MATRIAL FATNR

Platic

ADDITIONAL INFO

Material: Thermoplatic 



Article numer Material fatener Color D d1 Tue external diameter Tue thickne Max. limit tatic load (kg)

GI35-28X2M12 - lack 28 M12 28 1.5-2.0 300

GI35-30X2M8 - lack 30 M8 30 1.5-2.0 300

GI35-30X2M10 - lack 30 M10 30 1.5-2.0 300

GI35-30X2M12 - lack 30 M12 30 1.5-2.0 300

GI35-32X2M8 - lack 32 M8 32 1.5-2.0 300

GI35-32X2M10 - lack 32 M10 32 1.5-2.0 300

GI35-32X2M12 - lack 32 M12 32 1.5-2.0 300

GI35-35X2M8 - lack 35 M8 35 1.5-2.0 300

GI35-35X2M10 - lack 35 M10 35 1.5-2.0 300

GI35-35X2M12 - lack 35 M12 35 1.5-2.0 300

GI35-38X2M8 - lack 38 M8 38 1.5-2.0 300

GI35-38X2M10 - lack 38 M10 38 1.5-2.0 300

GI35-38X2M12 - lack 38 M12 38 1.5-2.0 300

GI35-40X2M8 - lack 40 M8 40 1.5-2.0 300

GI35-40X2M10 - lack 40 M10 40 1.5-2.0 300

GI35-42X2M10 - lack 42 M10 42 1.5-2.0 300

GI35-50X2M10 - lack 50 M10 50 1.5-2.0 300

GI35-60X1M10 - lack 60 M10 60 0.8-1.2 300


